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GUSSET PLATE

GALVANIZED STEEL PLATE

1947 % 3" x Vg AT ALL

POST MOUNTING BOLYS
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PERIMETER OF BASE OF POST TO

NON-SPLICE JOINT

— 't GALVARIZED ANCHOR BOLTS AMD
SELF ORILLING EXPANSION SHELLS
OR MULTI UMIT TYPE ANCHORS

MEDIAN WITH TWG COMPONEMT NON-STAIMING
CRAY SEALING COMPOUND #iTH POLYSULFIDE
L1QBID POLYMERS - GUN GRADE WITH PRIMER

U/ HOLES THRU BASE PLATE

HOTE:
DIAMOMD TIPPED DRILL SHALL BE USED TO
DRILL THRU REINFORCEMENT BARS
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NOTE:

POSTS SHALL BE HOT DIPPED GALVANIZED AFTER
FABRICATION IN ACCORDANCE WITH ASTM DESIGMATIONS
A-123 AND A~385.

TWO PERCENT (2%} OF ALL ANCHOR BOLTS SHALL BE
TEST LOADED IN PLACE. MIN. YEST LOAD = 8 KIPS,

ALL BOLTS, MUTS AND WASHERS SHALL BE CALVANIZED
IN ACCORDANEE WITH ASTM DESIGNATION A-153.
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3 WILL, KENDALL, KANE, DU PAGE AND COOK
CONTRACT 52602

~ 12’ SECTICN OF GUARDRAIL
LOCATE AT ALL NON-SPLICE
MOUNTING POINTS

L FOR WAL sl COMPOSITION OF PREFABRICATED PAD,
2 % : : o) SEE ART!SL:‘W 4, 9(F), (BEARING OAND ANCHORAGE),
b4 W OF THE STANDARD SPECIFICATIONS,
: ) (D U{\‘ -_f m—— PROVIDE 1-Yg" AND 2-Yg*' GALVANIZED STEEL $HIMS
& bl - ? FOR 257 OF THE POSTS,
&.1/4'« \ =i IF ONE ANCHOR BOLT FAILS DURING TEST, TwO
e OfHER ANCHOR BOLTS SHALL BE TESTED. TESTING
H V FQUIPMENT CAN BE OBTAINED FROM BOLT
Va COMPANIES, m;mﬁ_ﬁ.____
A AME DA
SEC. A-A TREATED T5-3i-48]

THIS SHEET IS FOR INFORMATION ONLY

TLLINOIS DEPARTMENT OF TRANSPORTATION

TYPICAL DETAIL FOR
CENTER LONGITUDINAL JOINT
GUARDRAIL JOINT
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